
GOVERNMENT OF JAMMU & KASHMIR
OFFICE OF THE CHIEF ENGINEER, IRRIGATION & FLOOD CONTROL, I(ASHMIR
ENGINEERING COMPLEX, NEAR SILK FACTORY, RAJBAGH SRINAGAR. 19OOO8

PHONE:or94-23rr834; FAX:o194-23uo84
Allotment Order No. DB/

Dated:- 02 -L2-2024

M/S Haji Mohammad Aftal Kuchay & Sons Advertised Amount = Rs.1400.00 Lacs
Prop: Haji Mohammad Afzal Khuchay Allotted Amount = Rs.11r97,70,007.0O

S/o: late Ghulam Mohammad Kuchay (Rupees Eleven Crore Ninety seven Locs

R/o: Borsoo Pulwoma Koshmir Seventy Thousdnd and seven)

Regd. No. CEIUEED I AAY I Civil lFirml t8l2OL8-L9
Class of Contract: AAY

Subject:-a) Construction of Toe wall with stone Pitching on LP Bund of River Jhelum at
Dangerpora RD 94.000-94.250 KM(L=250Mtrs), LP Bund of River Jhelum U/S

Shadipora Bridge RD 95.848-97.000 KM, LP Bund of River Jhelum Wangipora

Opposite Grid Station RD 101.700-101.820 KM, RP Bund of River Jhelum at RD
' 95.580-95.800 KM (tength = 120 Mtrs).

b) Construction of toe wall with stone pitching on LP Bund of River Jhelum (D/S Hajin

Bridge RD 114.330-114.400 KM, Khumina RD 108.740 KM, Baharabad RD 109.400-

109.472 KM, D/S Hajin Bridge RD 114.265-114.300 KM), RP Bund of River Jhelum
(Checki Chandergeer RD 114.810-114.912 KM, Checki S.K Bala RD 115.560-115.730),

& on Paribal Nallah RD 3.930-4.030 KM.

c) Slope Stabilisation by revetment with Geo Materials on R/S of River Jhelum (Galibal

U/S Sadunara RD 116.900-117 .O27 KM, D/S Sadunara RD 117.600-117.725 Kn/I,

Zoonipora Hakabara RD 110.500- llO.72O KM) and L/S of River Jhelum (Baharabad

RD 109.400-110.200 KM, Ladipora RD 119.700-119.820 KM, at Dagta Mohalla RD

95.320-96.380 KM (tength = 60 Mtrs), at Sumbal Market RD 103.250-103.310 KM
(tength = 60 Mtrs|

d) Construction of Spurs on t/S of River Jhelum at RD 108.22 and RD 109.00 KM
(under Comprehensive Protramme of river Jhelum and its tributaries Phase-ll(PART A)

Ref:- 1. Administrative Approval accorded by the Govt. vide Order No 149-JK
(rSD) of 2022 Dated:- 14-07-2022 issued under No. PHE-PSO2|3l2O2O -
PLG-PHE-Part-I Datedr l4-O7 -2022,

2. E- N.I.T No 05 of 2024-25 Dated 16-08-2024 issued by Executive Engineer
Irrigation & Flood Control Division Sumbal (Floated as composite tender)

3. Your Tender for the work.
4, Minutes of the Meeting of Contract Level Committee regarding award of contract

issued by the Chief Engineer l&FC Kmr. vide No. DB/CE/I&FCIDB 114527-3O Oated

28-LL-2024.
5. This office letter No. oBlL45l4-36 Dated:28-11-2024.

6. Performance security issued byJ&K Bank B/O Awantipora daled 29-LL-2O24.

7. This office Notice issued vide No.l&FC/CE/DBl14738-42 Dated:29-11-2024.

Dear Sir,

For and on behalf of Lieutenant Governor Union Territory of Jammu and Kashmir
the undersigned is pleased to award contract in your favour for the execution of aforesaid
work on the rates as quoted with total contract value of Rs. 11,97,70,007.00 (Rupees

Eleven Crore Ninety Seven Lacs Seventy Thousand and Seven) Only as per the details
stipulated in Annexure "A" to this Allotment letter.

SPECIAL CONDITIONS: -
1. The time of completion of work will be 18 working months.
2. The date of commencement of work shall be reckoned from the date of issuance of

notice to proceed with the work.
3. The performance Security in the form of B.G bearing No: 0334IPBG2411009 Dt:-29-

L7-2024 for Rs.35,94,000.00 (Rupees Thirty Five Lacs Ninety Four Thousand) Only

ce@ifckashmir.com,
2024-252-1
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GOVERNMENT OFJAMMU & KASHMIR
OFFICE OF THE CHIEF ENGINEER, IRRIGATION & FLOOD CONTROL, KASHMIR
ENGINEERING COMPLEX, NEAR SILK FACTORY, RAJBAGH SRINAGAR. 19OOO8

PHoNE:0194-2311834; FAx:o194-2311o84; EMAIL:ce@ifckashmir.com.

issued by the J&K Bank Limited B/O Awantipora Main, has been retained in this office
for safe custody till successful completion of the work.

4. No payment shall be made to the contractor unless the work is recorded in his
registration card and agreement is drawn within 15 days.

5. The allotment has been framed on the basis of BOQ uploaded by the concerned
Executive Engineer and in no case the work shall be executed beyond the allotted
cost/quantities.

6. Nothing if even involved during execution shall be paid on account of dewatering,
construction of diversion bund and ramps and roads required during execution, taking
of photographs, videography, documentary of 30 minutes &60 minutes including the
required drone shoots.

7. Nothing shall be paid on account of levelling of undulation in the ground, existence
of drain and temporary structures etc requiring removal and difficulty due to space
constraints

B. All other terms and conditions shall remain same as laid down in the NlTffender
document.

9. Security deposit/Retention money @10o/o shall be kept in each running bill subjectto
a maximum of 5olo of the final contract price and retained until defects liability period
of 18 months after successful completion of work is over as per clause 45.1 of General
conditions of contract.

You are directed to attend the Divisional office along with the registratlon card duly
renewed for drawl of agreement with the department as in absence of the same no payment for
the work shall be made to you. Your tender, floated NIT and this allotment order shall constitute
a legal contract and conditions as laid down in the NlTffender document referred to above and
agreement form No. 25 (double) shall be binding upon you even before executlng the formal
contract deed and in the event of your failure to do so you shall be responsible for the resultant
consequences.

All other terms and conditions shal! remain the same as laid down in the
detailed E- N.I.T No 05 of 2024-25 Dated: 16-08-2024llender document and PWD
form 25 (Double).

The performance Security in shape of Bank Guarantee (BG) deposited by you bearing
No: 0334IPBG2411009 Dt:-29-17-2024 for Rs.35,94,000.00 (Rupees Thirty Five Lacs Ninety Four
Thousand) Only issued by the J&K Bank Limited B/O Awantipora Main, has been retained in this
offlce till successful completion of the work

V gin
Er. B.J. Sharma),

No:- IFCK/DB t /q067-V'
oateo:-6;f-r2-2024

A'- 3
Copy to thei

1. Financial Commissioner (ACS), ial Shakti Department, Civil Secretariat Jammu/Srinagar for
information.

2. Superintending Engineer Hydraulic Circle Baramulla H.Q Sopore for lnformation.

3. Executive Engineer, l&FC Division Sumbal for lnformation. The works should be got

executed strictly in accordance with the approved Detailed Project Report specification,

design and the conditions laid down in the NIT/Tender document be strictly adhered to.

Any deviation made shall be the personal responsibility of the Executive Engineer.

4, P.A to Chiet,Engineer for information along with the performance security in shape of
Ban k Guarantee (BG) bearing No.:03341PBG2411009 Dt:-29-11-2024 for Rs.35,94,000.00

(Rupees Thirty Five Lacs Ninety Four Thousand) Only issued by the J&K Bank Limited B/O

Awantipora Main for information and further course of action.

Chief Enw

CE



Annexure ttAtt

Allotment Order No. Dated:

Name of the Work : A) Construction of toe wall with stone pitching on LP Bund of River Jhelum at Dangerpora RD 94.000 -94.250
KM (L= 250 Mtrs), LP Bund of River Jhelum U/S Shadipora Bridge RD 96.848-97.000 KM, LP Bund of River Jhelum Wangipora
Opposite Grid Station RD 101.700-101.820 KM, RP Bund of River Jhelum at RD 95.580-95.800 KM (Length = 120 Mtrs).
B) Construction of toe wall with stone pitching on LP Bund of River Jhelum (D/S Hajin Bridge RD 114.330-114.400 KM, Khumina RD

108.740 KM, Baharabad RD 109.4OO-LO9.472 KM, D/S Hajin Bridge RD 114.265-114.300 KM ), RP Bund of River Jhelum (Checki

thandergeer RD 114.810-1L4.912 KM, Checki S.K Bala RD 115.660-115.730), & on Paribal Nallah RD 3.930-4.030 KM.

C) Slope Stabilisation by revetment with Geo Materials on R/S of River Jhelum (Galibal U/S Sadunara RD 115.900-tL7.O27 KM, D/S

Sadunara RD 117.600-1L7.725 KM, Zoonipora Hakabara RD 110.600-110.720 KM) and L/S of River Jhelum (Baharabad RD 109.400-

110.200 KM, Ladipora RD 119.700-119.820 KM, at Dagga Mohalla RD 95.320 -95.380 KM (tenglh = 50 Mtrs), at Sumbal Market RD

103.250-103.310 KM (Length = 50 Mtrs).
D) Construction of Spurs on L/S of River Jhelum at RD 108.22 and RD 109.00 KM.

Advertised Cost (Rs. 14.00 Crores).

sl.
No. ltem Description

Quantity Units Estimated
Rate in
Rs- P

Allotted Rate

1 2 4 6

Toe Sumbal

1.01

Earth work in bulk excavation by mechanical means (hydraulic

excavator) over areas (exceeding 30 cm in depth, 1.5 m in width as well

as 10 m2 on plan) including disposal of excavated earth lead upto 50

meters and lift upto 1.5 m, as directed by Engineer-in-Charge. All kinds

of soil

6742 Cum t 187.30

All items of work @
(-) 14.45% [Minus

Forteen Point Forty

Five) below the

estimated Rates.

1.02

Earth work in bulk excavation by manual means over areas (exceeding

30 cm in depth, 1.5 m in width as well as 10 m2 on plan) including

disposalof excavated earth lead upto 50 meters and lift upto't.5 m, as

directed bv Enoineer-in-Charoe. (All kinds of soil)

130.4 Cum < 592,90

1.03 Extra for every additional lift of earth .(All kinds of soil) 'tst Lift 2721.44 Cum { 89.75

1,04, Extra for every additional lift of earth .(All kinds of soil) 2nd Lift 1541.4 Cum { 179.50

105
Extra for earth work in excavation in or under water/liquid mud including

pumpinq out water as required.
1348.s6 Cum t 37.46

106 Dumping stones excluding cost of stones in horizontal i.e on level Cum t 237.90

1.07

Close timbering over areas including strutting, shoring and packing

cavities (wherever required) etc. complete. (Measurements to be taken

of the face area timbered).

Deoth exceedino 1.5 m but not exceedino 3 m

3174 sqm < 227.75

1.08

Providing and laying in position cement concrete of specified grade

excluding cost of centring and shuttering All work upto plinth level- 1:4:B

(1 cement : 4 coarse sand : 8 graded stone aggregate (40mm nominal

size) crushed.

173.34 Cum t 5,202.90

109

Providing and laying in position specified grade of reinforced cement

concrete including curing but excluding the cost of centering, shuttering,

finishing and reinforcement. Allworks upto plinth leveli 1:2:4 (1 cement:

2 coarse sand : 4 graded stone aggregate 20 mm nominal size)

2521.26 Cum t 7,104.35

1.10
Centering and shuttering including strutting, propping etc. and removal of

form work
7951.8 sqm < 286.35

111
Reinforcement for R.C.C. work including straightening cutting, bending,

placinq in position and bindinq all complete TMT bars.
1 1 3456 Kg < 123.20

1.12 Dry stone pitching (any thickness) excluding cost of stones.On slopes 645.43 Cum t 693.95

1 13

Grouting of stone pitching using M-10 nominal mix conc. (max. size of

agg.20mm nominal) @ 3.65 cum per 100 sqm on horizontal/ side

slopes, complete incl. curinq. (cruhsed)
3375 sqm t '199.30

-#,'

5 7
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SI.
'No. Item Description

Quantity Units Estimated
Rate in
Rs. P

Allotted Rate

1 2 4 5 6 7

114 Supply of Quarry Stones 645,43 Cum { '1,645.00

All items of work @
(-) 14.45% [Minus

Forteen Point Forty

Five) below the

estimated Rates.

1.15 Supply of Nallah Stones 2504.99 Cum { 700.00

'1.16

Extra for laying concrete in or underwater and/or liquid mud including

cost of pumping or bailing out water and removing slush etc. complete

iob.

661.44 Cum < 788.25

1.17

Filling available excavated earth (excluding rock) in trenches, plinth,

sides of foundations etc. in layers not exceeding 20 cm in depth,

consolidating each deposited layer by ramming and watering.

2517.05 Cum < 218.40

1.18 Cement plaster of fine sand 12mm plaster of mix '1:6 1537 sqm < 266.20

1.19

Carriage of materials from source to road site by mechanical transport

including loading, unloading and stacking.

Quarry Stones from Baramulla Avg. 40 KM

645.43 Cum < 741.91

1.20 Nallah Stones from Ganderbal Avg. 20 KM 2s04.99 Cum { 482.31

1.21 40 mm Agg. 10 KM 154.25 Cum t 303.34

1.22 20 mm Agg. 10 KM 2308.45 Cum < 279.04

1.23 Sand 10 KM 1286.27 Cum < 279.04

1.24

Toe Wall Hajin

Earth work in bulk excavation by mechanical means (hydraulic

excavator)over areas (exceeding 30 cm in depth, 1.5 m in width as well

as 10 m2 on plan) including disposal of excavated earth lead upto 50

meters and lift upto 1.5 m, as directed by Engineer-in-Charge. All kinds

of soil

6525,7 Cum t 187.30

1.25

Earth work in bulk excavation by manual means over areas (exceeding

30 cm in depth, 1.5 m in width as well as 10 m2 on plan) including

disposalof excavated earth lead upto 50 meters and lift upto 1.5 m, as

directed bv Enqineer-in-Charqe. (All kinds of soil)

1631.42 Cum t 592.90

1.26 Extra for every additional lift of earth .(All kinds of soil) 1st Lift 2488.42 Cum t 89.75

1.27 Extra for every additional lift of earth .(All kinds of soil) 2nd Lift 584.37 Cum { 179.50

1.28
Exka for earth work in excavation in or under water/liquid mud including

pumpino out water as reouired.
1631.42 Cum t 37.46

1.29 Dumping stones excluding cost of stones in horizontal i.e on level 1996.82 Cum t 237.90

1.30

Close timbering over areas including strutting, shoring and packing

cavities (wherever required) etc. complete. (Measurements to be taken

of the face area timbered).Depth exceeding 3 m but not exceeding 4.50

m

3912.5 Sqm < 242.40

Providing and laying in position cement concrete of specified grade

excluding cost of centring and shuttering All work upto plinth level- 1:4:8

('1 cement : 4 coarse sand : B graded stone aggregate (40mm nominal

size) crushed.

140.13 Cum t 5,202.90

1.32

Providing and laying in position specified grade of reinforced cement

concrete including curing but excluding the cost of centering, shuttering,

finishing and reinforcement. Allworks upto plinth leveli 1:2:4 (1 cement:

2 coarse sand : 4 graded stone aggregate 20 mm nominal size)

2299.7 Cum { 7,104.35

133
Centering and shuttering including strutting, propping etc. and removal of
form work

6478.89 sqm { 286.35

1.34
Reinforcement for R.C.C. work including straightening cutting, bending,
placinq in position and bindinq all complete TMT bars.

108699.4 Kg < 12320

1.35 Dry stone pitching (any thickness) excluding cost of stones.On slopes 790.25 Cum { 693.95

1.36

Grouting of stone pitching using M-10 nominal mix conc. (max. size of

agg.20mm nominal) @ 3.65 cum per 100 sqm on horizontal/ side

slopes, complete incl. curinq. (cruhsed)
3099 sqm r 199.30

L6 >-r
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1.40

st.
No. Item Description

Quantity Units Estimated
Rate in
Rs. P

Allotted Rate

1 2 5 6 7

1.37 Supply of Nallah Stones 1996.82 Cum { 700.00

1.38 Supply of Quarry Stones 790.25 Cum { 1,645.00

1.39

Extra for laying concrete in or underwater and/or liquid mud including

cost of pumping or bailing out water and removing slush etc. complete

iob.

141 5.58 Gum t 788.25

Filling available excavated earth (excluding rock) in trenches, plinth,

sides of foundations etc. in layers not exceeding 20 cm in depth,

consolidating each deposited layer by ramming and watering.

2776.1 Cum { 218.40

1.41

Carriage of materials from source to road site by mechanical transport

including loading, unloading and stacking.

Stones from Baramulla -avq.45 KM

2787.07 Cum a 806.81

1.42 40 mm Agg. 13 KM 100.87 Cum { 346.03

1.43 40 mm Agg. 17 KM 24.03 Cum { 402.95

1.44 20 mm Agg. 13 KM 1752.71 Cum t 318.31

145 20 mm Agg. 17 KM 380.46 Cum { 370.67

1.46 Sand 5 KM 1141.6 < 200.74

1.47
Carriage of materials by headload upto 200 Mtrs

Stones
384.17 Cum { 390.28

1.48 40 mm Agg. 16.82 Cum t 358.63

1.49 20 mm Agg 297.22 Cum { 331.74

1.50 Sand 158.78 Cum { 331.14

151

SPURS

Earth work in bulk excavation by mechanical means (hydraulic

excavator)overareas (exceeding 30 cm in depth, 1.5 m in width aswell
as 10 m2 on plan) including disposal of excavated earth lead upto 50

meters and lift upto 1.5 m, as directed by Engineer-in-Charge. All kinds

of soil

803 Cum t 187.30

1.52
Extra for earth work in excavation in or under water/liquid mud including

pumpinq out water as required.
160.6 Cum t 37.46

'1.53 Hand-packing stones in wire-crates; excluding cost of crates and stones 388.68 Cum t 371.15

1.54 Supply of Quany Stones 388.68 Cum { 1,645.00

1.55

Providing, drilling and installing Poplar wooden ballies of standard quality

of average girth not less than 18 inches measured after removing bark,

of specified length, including the cost of wood, making of pointed tip,

charges of all equipments required for driving, taxes, loading/unloading

and removal of same after completion and same to be stored in the

divisional store, including all sorts of carriages (manual/mechanical),

(Complete job as per the directions/satisfaction of E-in-C)

198.6 Cft { 600.00

1.56

Providing and laying (Placing in position in dry/wet) of fllled EC bags with

filled capacity of 0.85 Cft per bag including cost of bags, filling, sewing

and strings, fllling material, placing in position in dry/wet including all

sorts of carriages (manual/mechanical), loading/unloading and stacking

and removal of the same after completion of the work, etc complete job

as per the satisfaction of the E-in-Charge

4236 No. { 25.00

All items of work @
(-) 14.4570 [Minus

Forteen Point Forty

Five) below the

estimated Rates.

1.57

Supply and fixing of B.A Wire knitted Crates mesh size 100mm x
100mm) dia of wire 4mm of approved made and make, including all sorts

of carriages upto the actual site of work, all sorts of carriages,

loading/unloading and stacking, etc upto the actual site of work,

complete in all respects to the entire satisfaction of the E-in-C

17233.1 Sft < 20.00

EJ 58 Carriage of Quarry Stones from Baramulla avg,--45km 388.68 Cum { 806.81

4

Cum

(



sl.
No. Item Description

Quantity Units Estimated
Rate in
Rs. P

Allotted Rate

1 4 b

1.59

REVETMENT

Earth work in bulk excavation by mechanical means (hydraulic

excavator)over areas (exceeding 30 cm in depth, 1.5 m in width as well

as 10 m2 on plan) including disposal of excavated earth lead upto 50

meters and lift upto 1.5 m, as directed by Engineer-in-Charge. All kinds

of soil

1126.63 Cum < 187.30

All items of work @
(-) 14.45% [Minus

Forteen Point Forty

Five) below the

estimated Rates.

1.60

Earth work in bulk excavation by manual means over areas (exceeding

30 cm in depth, 1.5 m in width as well as 10 m2 on plan) including

disposalof excavated earth lead upto 50 meters and lift upto 1.5 m, as

directed bv Enoineer-in-Charqe. (All kinds of soil)

4505.37 Cum t 592.90

1.61
Extra for earthwork in excavation in or under water/ liquid mud including

pumpinq out of water as required
'l'126.3 Cum t 37.46

1.62 Extra for every additional lift of earth .(All kinds of soil) 1st Lift 393,46 Gum t 89.75

1.63 Dumping stones excluding cost of stones in horizontal i.e on level 390.12 Cum { 237.90

1.64

Close timbering over areas including strutting, shoring and packing

cavities (wherever required) etc, complete. (Measurements to be taken

of the face area timbered)., depth exceeding 3 m but not exceeding 4.5

m).

867.6 sqm < 242.40

1.65

Providing and laying in position cement concrete of specified grade

excluding cost of centring and shuttering All work upto plinth level- 1:4:B

(1 cement : 4 coarse sand : 8 graded stone aggregate (40mm nominal

size) crushed.

32.4 Cum { 5,202,90

t.oo

Providing and laying in position specified grade of reinforced cement

concrete including curing but excluding the cost of centering, shuttering,

finishing and reinforcement. Allworks upto plinth leveli 1:2:4 (1 cement:

2 coarse sand : 4 graded stone aggregate 20 mm nominal size)

367.2 Cum t 7,104.90

1.67
Centering and shuttering including strutting, propping etc. and removal of

form work
890.4 sqm { 286.35

1.68
Reinforcement for R.C.C. work including straightening cutting, bending,
placinq in position and bindino all comolete TMT bars.

1 8360 Kg's < 123.20

1.69 Supply of Nallah Stones 390.12 Cum t 700.00

1.70

Extra for laying concrete in or underwater and/or liquid mud including

cost of pumping or bailing out water and removing slush etc. complete

iob

188.4 Cum t 788.25

1.71

Providing and Laying of specified soil (40% sand and 60% good earth)

carriage from source to site and filling in designated places in slopes or

plain as per directions to make the proper slope or ground formation

including all carriages, headload, labour etc, Slope filling for acheiving

reqd profile for oeo{extile.

910.1 1 Cum { 715.00

1.72

Filling available excavated earth (excluding rock) (over the Geobags for

formation of bund top) in trenches, plinth, sides of foundations etc. in

layers not exceeding 20 cm in depth, consolidating each deposited layer

by ramming and watering, lead upto 50 m and lift upto 1.5 m. Complete
job as per the direction/satisfaction of Engineer-in-Charge

1756.97 Cum { 218.40

1.73
Providing and Laying of Geo{extile fabric of specified make Txt-(400

gsm-ppmf-f) including cost of Textile and Labour (complete job).
220s9.85 sqm < 200.00

1.74
Supply and apply/laying of GEOCOMPOSITE 430pp
(complete iob) .

7923.8 sqm { 996.00

<8,-
C5

4*\\,'M"L*{

2 5 7


